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Setup Your Printer

5. Locate the power supply and USB receptacles along the bottom of
the RAMBo electronics enclosure (Fig. 2.4, page 18).

POWER
SUPPLY

Figure 2.4: Power supply and USB receptacles

. Plug in the USB cable, B plug (square plug) side, into the USB
receptacle on the printer electronics. Plug the other end of the USB
cable, A plug side, into your computer.

. Make sure the printer power switch is turned off (the circle side should
be depressed). The LED on the power supply should not be lit. Plug
in the black power supply plug from the power supply into the power
supply receptacle on the printer. The power supply plug must be
aligned correctly with the flat side of the plug facing outwards from
the printer. (Fig. 2.5, page 19; Fig. 2.6, page 19). Now you can plug
in the AC power plug from the power supply into an AC power outlet.

. Locate the plastic filament spool (Fig. 2.7, page 20).

. Remove the large wing nut from the back of the spool. Take off one
washer leaving the other two on the spool mounting bolt. Now locate
the spool mount arm on the top right facing the rear of the printer
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I LULZBOT.
123 SW12th Street # Loveland, Colorado 80537 USA + +1-970-377-1111 www.lulzbot.com
¥ 1. Unpack and remove all shipping hardware according to the “Unpacking Instructions”
2. Setup Printer (Refer to User Manual page 15).
. Check end stop locations.
N b. Plug in USB cable. The Square end of the USB cable s inserted with the flat side
towards the printer.
Turn power switch off and attach power supply.
N Install filament spool holder
3 * You may have to lft the nut in the channel with the small screw driver to get
the screw to engage the nut.
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QUICK START GUIDE
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1. Unpack and remove all shipping hardware, per the “Unpacking Instructions”.

2. Set up Printer (Page 15 of User Manual).

a. Check endstop locations.  Make sure they were not misaligned in shipment.

b. Plug in USB cable.  

The square end of the USB cable should be inserted with the flat side towards the printer.
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c. Turn power switch off and attach power supply.

d. Install filament guide (Page 18 of User Manual).

· You may have to lift the nut in the channel, using the small screw driver, for the filament guide screw to engage the nut.

· Alternatively, the filament guide may be installed without washers.

e. Insert your SD card (optional).

3. Prepare printer for printing

a. Install Printrun on your computer (Page 28 of User Manual).

b. Load filament (Page 36 of User Manual).
c. IMPORTANT: Set Z home before executing any move commands (Page 39 of User Manual).

d. Print your first object - the bed calibration object “bedcalib.gco” (Page 41 of User Manual).

e. Use this object to verify the Z home is set properly and the bed is level.  Adjust if necessary. 

