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#4 Grain this area
Area must be free of inks dyes and stain prior to powder coat.

6X 20.0 2X FEX-M3 inserts Grain direction indicated by red arrows.

Install from other side
S| =
503 Qunononanoing 6.0 TYP »—=9.03
i ARSI SN, 32.00| | 88
62.97 RRRERRRRRRY 77X @5.0 THRU THIS SIDE 1l g
A AAAAAAAAADL A A A A
o -_— L8 B N |
) - 1Al L= o°8°8°3°o°o‘°l 1 'y 8o
© Al —03620962086908 Sk o|w
x| g geagecececccec ! g8
Ny 96803030363030! 1 XYy
]< ° ° ‘0\ [ 13
2X R8.0 20 e | 7375 | 7375 _ <>{2X2502 %
96.00 o > 32.3
o 3X @3.40 THRU
View C-C CSK @6.30 90DEG
3X @3.40 THRU
CSK ©6.30 90DEG
96.00
o o 73.75 73.75 323 2X R8.0
<y 2.0 »{= < _’I |<—>
A -
of 9 R [Jo
S) ~ I A A A
< ntg ﬁ ! | 1 P2o20 N <+ 2
. . o
x| oy /V——— HOGOS 5 @ w
\ Nl o —
View B-B Y= Y
P e i
+0.2 > - >
30.6 -0.2 16.50
#4 Grain this area View A-A
Area must be free of inks dyes and stain prior to powder coat
Grain direction indicated by red arrows.
Seam weld and grind smooth all 4 edges THTLE
Match radius of bent edges Electronics case m|n|
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